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40 x 15 x 0.5 ANODISED "AL CORROSION LABEL FIXED
WITH BRASS PINS. READS - SA WATER CATHODIC
PROTECTION. SEE NGTE 2.

TEST POST NUMBERS 50mm HIGH, STENCILLED TO
POST DIAMETRICALLY OPPGSITE WITH BLACK MATT
ENAMEL. SEE NOTE 2.

JUNCTION BOX. SEE DETAIL A. TEST POINTS CAN

o
2 BE PLACED ON EACH SIDE OF POST FOR MULTI
INSTALLATIONS.
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/ CLIPSAL 180A20 OR EQUIVALENT.
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20mm RIGID PVC CONDUIT (GREY UV STABILISED)

50

~—— 90 x 90 PERMAPINE TO AS 1604-H4. MERBAU OR

JARRAH POST. PAINT POST AND CONDUIT AS PER
SPECIFICATION SHOWN BELOW.
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JUNCTION BOX

DETAIL B
SCALE 12

JUNCTION BOX. CLIPSAL 240/20/120mm
(PAINTED TO ORANGE COLOUR) OR
APPROVED EQUIVALENT.

M6 x 25mm LONG RH BRASS SCREW WITH
HEXAGON BRASS NUTS.

my
-[ ¥25mm GALVANISED SCREW

20mm RIGID PVC CONDUIT (GREY UV
STABILIZED)

SINGLE CORE 6mm? PVC/PVC CABLE
WITH WHITE OUTER & BLACK INNER ON
PROTECTED SIDE OR RED INNER ON
UNPRQTECTED ('DISTRICT’) SIDE.

TEST POINT NUMBER (25mm HIGH)

Lmm HIGH

o
d
MATERIAL: BLACK ANGDISED ALUMINIUM
(PC23-09 //
SA Water Cathodic Profecfion/

. STAINLESS STEEL OR GALVANISED STEEL NAILS

NOTE:

1. TEST POINT TO BE USED FOR MULTIPLE TEST CABLES OR FOR ANGDE

CONNECTION BOX. DO NOT USE FOR A SINGLE TEST POINT.

2. TEST POINT NUMBER AND LABEL CAN BE REPLACED BY THE LABEL SHOWN IN

DETAIL B.

PAINT SPECIFICATION FOR TIMBER
POSTS/JUNCTION BOXES/PVC CONDUITS

PRIMER:  WATTYL SOLAGARD - TINTED TO U1.
TOPCOAT: TwWO COATS OF WATTYL SOLAGARD

LOW SHEEN - TINTED TO BALISTIC 161.50, HYDROCHROMA EXTERIOR FORMULA.

TEST POST NUMBER PAINT: KILLRUST MATT BLACK OR SCLAGARD LOW SHEEN.
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