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PLASTIC PIT AND

ORANGE COLOUR WITH

LID,

ANODE FROM TRANSFORME
RECTIFIER UNIT. CABLES

BRILLED HOLES THROUGH

THE LID.

INSTALLED IN U.G. CONDUIT.

HEAVY DUTY STREET BOX - ANODE CABLE
CONNECTION BOX INSTALLED ABQOVE

CENTRELINE OF THE ANODE BED. REF. NOTE 1.
AN ABOVE GROUND ANGDE BOX CAN BE USED
IN ACCORBANCE WITH SHEET 26.

WATER PIPE. INSTALL TEE AT
CENTRE AND RUN WATER PIPE UP
INTO CONNECTION BOX. INSTALL
90° ELBOWS AT BOTH ENDS AND
RUN PIPE UP INTO PLASTIC PITS.

PLASTIC PIT AND LID, ORANGE
COLOUR WITH DRILLED HOLES
THRQOUGH THE LID.
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REF. NOTE 3
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25 WATER SERVICE
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COCK IN CONNECTION BOX
WHEN SPECIFIED. SEE NOTE &
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EARTH CONTACT BACKFILL
REF. NGTE 2.
LORESCO SC3 OR EQUIVALENT

DETAIL

SCALE 1:25

MIXED METAL GXIDE ANODE 1m

SCALE 1:50

PIPE TO BE PROVIDED WITH A

GEOTEXTILE SOCK.

®6 HOLES DRILLED IN SIBES OF PIPE
FOR FULL LENGTH OF WATER PIPE.

EARTH CONTACT

BACKFILL

LONG ¢25mm CERANOBE CPR

8C/FW-1x40-X

m-6AWG-Fluoro/HMWPE CABLE
OR EQUIVALENT

SECTION THROUGH BASE OF

ANODE

i

K $25 PVC
WATER PIPE
- \ \ o 0
’ m o] -
o 150
Y £ HESSIAN LAYER
i ENLARGEMENT "A’
SCALE 15
o NOTES

1. CONCRETE RING FOR STREET BOX SHALL NOT SIT BIRECTLY ON

ANODE TRENCH

SCALE 1:10 GRAVEL.

CONDBUIT OR WATER PIPE.
IF TRENCH IS NOT FILLED WITH WATER, EARTH CONTACT BACKFILL
SHALL BE THORQUGHLY WETTED BEFORE INSTALLING QUARTZ

3. LENGTH OF TRENCH = 3000 x (NO. OF ANODES SPECIFIED). LENGTH =
18000 FOR THE 6 ANGDES AS SHOWN.
L. SEE SHEET 74 DRIPPER SYSTEM TO ANODES FOR DETAILS (UP TO

BALL VALVE).
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