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ALL MINOR ITEMS NOT COVERED IN DETAIL IN THIS CATALOGUE TO BE 

IN ACCORDANCE TO APPROPRIATE AUSTRALIAN STANDARD. 
 

Further information on products and materials is available on the WSAA web site 
www.wsaa.asn.au 

 
 
 
 

http://www.wsaa.asn.au/
http://www.wsaa.asn.au/
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Inspection Point Openings Information 
 
All Authorised components listed for the construction of inspection point openings assemblies are 
in accordance with SA Water Standard Specifications, which cover each specific item used setting 
out all of SA Waters manufacturing performance requirements to ensure an adequate performance 
and long life. 
 
The figure on page 5 - 2 illustrates the typical arrangement for a standard inspection point/opening 
assembly and identifies the names of the components 
 
NOTE:  Some suppliers may offer Package Assemblies, but items are listed separately to allow 
purchase of the most appropriate components 
 
Applicable Corporation Standard Specifications 
 
  - SAW2200 100mm Inspection Point Cover and Frame 
  - SAW2201 150mm Inspection Point Cover and Frame 
  - SAW3004 100mm Inspection Point Base 
  - SAW3004 150mm Inspection Point Base 
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Typical Inspection Point Opening Assembly 

S~Inspection Openings~Iss3R1 (was apl1005ex) 
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100mm Inspection Point Openings and Accessories. 
(Formerly called No 4 I.P.) 
 
100mm Cover 
 

Stock Number Beverley Industries 
(Cast Iron) 

Colorstone 
(Polymer Concrete) 

Tyco Water (Cast 
Iron) 

Cooke Precast 
Concrete 

 
5680 - 0079 � � � � 

 
 
 
100mm Frame 
 

Stock Number Beverley Industries 
(Cast Iron) 

Colorstone 
(Polymer Concrete) 

Tyco Water (Cast 
Iron) 

Cooke Precast 
Concrete 

 
5680 - 0082 � � � � 

 Paving Ring �    

 Square Frame �    

 
 
 
100mm Base 
 

Material Stock Number Australian 
Recycling 

Technologies 

Cooke Precast PCP  

 
Concrete 5680 - 0087  � �  

Recycled Plastic 5365 - 0134 �    

 
 
 
Redgum Timber Bearers (Hardwood) 
 

Stock Number Size   

5510 - 0653 50mm x 75mm x 1.2m From any recognised 
Timber Merchant 
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150 mm Inspection Point Openings and Accessories. 
(Formerly called No 6 I.P.) 
 
150mm Cover  - Cast Iron 
 

Stock Number Beverley 
Foundries 

Cooke Precast Tyco Water  

  
5680 - 0080 � � �  

 
 
150mm Frame - Cast Iron 
 

Stock Number Beverley 
Foundries 

Cooke Precast Tyco Water  

  
5680 - 0083 � � �  

Paving Ring �    

Square Frame �    

 
 
150mm Base - Concrete 
 

Stock Number Type/Application Cooke Precast PCP  

  
5680 - 0086 Heavy/On Road � �  

5680 - 0089 Light/150mm high � �  
 
 
Height Adjusting Spacers - 12 and 25mm thick Cast Iron 
 

Stock Number Type/Application Beverley Industries  

 
- Raising Frame �  

 
 
Redgum Timber Bearers (Hardwood) 
 

Stock Number Size   

5510 - 0658 75mm x 125mm x 1.8m From any recognised 
Timber Merchant 
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