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9 ZONE MATERIAL / COMPACTION 1 ZONE MATERIAL / COMPACTION
l [’:’:’:’:’:’:’ff’:j:’f’i’:f’f* | | REINSTATE TOPSOIL WITH GOOD QUALITY TOPSOIL LIGHTLY
TR SURFACE ZONE | COMPACTED AND SEEDED, TURFED, ETC. TO MATCH EXISTING
: = : + : + : + : + : + : + : + : REFER 4005-20003-03 FOR ROAD ’ | MINIMUM 150mm THICK
o &3 PAVEMENT REQUIREMENTS. = N }
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= g S 2 RS REINSTATE BRICK PAVING. BITUMEN 5 BN INORGANIC FILL WITH MAXIMUM STONE SIZE OF 75 mm
e =E FOOTPATH, ETC. TO MATCH EXISTING. S PG E—. COMPACTED TO 952 SMDD.
5= v ‘ o Q - TRENCH FILL PLACE ALL MATERIALS IN MAXIMUM 200 mm (LOOSE) LAYERS.
s N EACH LAYER TO BE COMPACTED SEPARATELY.
1
PM2/20 OR SA-C SAND = ‘
COMPACTED TO 95% MMDD OVERLAY
TRENCH FILL OR Y ‘ =
=
TS4 SAND " | o
COMPACTED TO 100% SMDD. = =]
I x 2o ‘ & | SIDESUPPORT | REFER TRAFFICABLE AREAS,
300 = &
(COMPACTED OVERLAY - ‘ BEDDING
THICKNESS) SCREENINGS, OR ALTERNATIVELY Y 1 ‘
| - AGGREGATE FOR GRAVITY SEWERS. N BACKFILL
A g REFER 4005-20003-02. D
PIPE OD | & | SIDE SUPPORT
‘ = PROVIDE POCKETS IN BEDDING, AT JOINTS, PRIOR TO LAYING PIPES.
! i TS4 SAND FOR PRESSURE SEWERS. FILL VOID DURING PLACEMENT OF EMBEDMENT.
MIN 100 | o REFER WSCM 4005-30003-02.
MAY 150 ‘ BEDDING %*A'****OL
* N ;“E OVER-EXCAVATION \ 4
- BACKFILL
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TRENCH WIDTH PIPE SOCKET BEDDING POCKETS
TRENCH WIDTH MEASURED NOTES:
AT TOP OF PIPE -
NOMINAL (BETWEEN FACES OF
PIPE DN CHORNG It USED] 1. REFER 4005-20002-01 TO 4005-20002-03 FOR GENERAL NOTES.
2. PM2/20 = 20 mm CLASS 2 PAVEMENT MATERIAL. IT MAY BE EITHER QUARRIED OR RECYCLED. RECYCLED MATERIAL SHALL NOT BE
USED WHERE IT WILL BE EXPOSED AT THE SURFACE.
MINIMUM MAXIMOM 3. MMDD = MODIFIED MAXIMUM DRY DENSITY (AS 1289.5.2.1).
150 600 800 . SMDD = STANDARD MAXIMUM DRY DENSITY (AS 1289.5.1.1).
5. WHERE THE SAND IS USED, IF THE SAND DOES NOT DISPLAY A DEFINED MOISTURE-DENSITY CURVE, (REFER A$1289.5.5.1, NOTE 1)
250 600 900 THEN THE DENSITY INDEX (ID) METHOD (AS 1289.5.6.1) SHALL BE USED FOR COMPACTION CONTROL.
AN ID OF 75% SHALL BE TAKEN AS EQUIVALENT TO 95% SMDD AND
300 600 1000 AN ID OF 90% SHALL BE TAKEN AS EQUIVALENT TO 100% SMDD.
6. ALL DIMENSIONS IN MILLIMETRES.
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