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T T Ve AEOURSD DEFLECTION TABLE 1 'VARIO-BEND' CUTTING DETAILS
INTERSECTION CURVED  STRAIGHT CURVED  STRAIGHT HORIZONTBA:I'.‘GVERTICAL mzorgg# 533 mmw
POINT (PEG”‘ | SOCKET ~ SOCKET SOCKET ~ SPIGOT DEFLECTION LONG RADIUS SHORT RADIUS
FLOW I FLOW R=3000mm R=635mm
B 7,7, 7 _ Wﬁg oW FLOW_ ‘Ill —— ‘ 8| PO LENGTH (mm)
DEGREES 9 | MEASURED ALONG OUTSIDE CURVED FACE OF 'VARIO-BEND'
" i [=53.8mm PER 1° L=12.5mm PER 1°
e VARIO-BEND VARIO-BEND ADAPTORS 2 3.49 MN 10 N/A
PLAN 3 5.24 160 N/A
L 6.99 215 N/A
MS WITH HORIZONTAL BEND : 574 70 N/A
6 1051 325 N/A
7 12.27 375 N/A
8 14.05 430 MIN 100
MS STRAIGHT 9 15.83 485 110
OBSTRUCTION 10 17.63 540 125
1 19.43 590 135
SHORT RADIUS 12 2125 645 150
VARIO-BEND 13 23.08 700 160
1h 24,93 755 175
15 2679 805 185
16 28.67 860 200
17 3057 915 210
VARIO-BEND ADAPTOR m 219 370 7
| LONG RADILS COMBINATIONS 19 3,43 1020 235
VARIO-BEND 20 36.40 1075 250
@ REFER NOTE 3 2 38.38 130 260
REFER 2 L0.40 1185 275
o) ENLARGEMENT ENLARGEMENT ~ NOTES: B3| Lok 1235 285
2% 4452 1290 300
= REFER 4005-20002-01 T 4005-20002-03 FOR GENERAL NOTES, 2 ok B o
= HORIZONTAL BEND POSSIBLE VARIO-BEND ALTERNATIVES USING DIFFERENT COMBINATIONS OF :
ADAPTORS: 27 50.95 1450 335
(NOT ATTACHED TO A STRUCTURE) e SOCKET/SPIGOT BEND 28 5317 1505 350
e SOCKET/SOCKET BEND 29 55.43 1560 360
e SPIGOT/SPIGOT BEND 30 57.73 MAX 1615 375
BEND CONFIGURATION: 31 60.08 - 390
| PIPES SHALL BE LAID FROM THE DOWNSTREAM END OF THE SYSTEM, WITH 32 62.48 - 400
THE SOCKET ENDS FACING UPSTREAM. 33 6L 9L - 115
| SHOULD THIS NOT BE POSSIBLE, APPROVAL OF THE SA WATER 3 6745 . 25
REPRESENTATIVE SHALL BE SOUGHT FOR AN ALTERNATIVE ARRANGEMENT. % 70,02 . 440
HORIZONTAL BEND NOT ATTACHED TO A STRUCTURE: % 265 - 150
LONG RADIUS VARIO-BEND OPTION ILLUSTRATED. THE USE OF MULTIPLE T T3 - e
VARI0-BEND BENDS AND COLD BENDING OF PVC PIPE ARE ALSO PERMITTED. HOWEVER % o 17
(LONG RADIUS) BETWEEN STRUCTURES, THE COMBINED TOTAL OF ALL DEFLECTIONS SHALL % 507 - 9%
CUT TO ACHIEVE NOT EXCEED 30°. - -
REQUIRED DEFLECTION REFER 4005-20002-02 FOR INFORMATION ON COLD BENDING PVC PIPE. 40 83.90 - 500
4. ALL VERTICAL BENDS SHALL BE LONG RADIUS BENDS. b1 86.92 - 15
5. COMPOUND BENDS (HORIZONTAL AND VERTICAL BENDS AT THE SAME POINT) 42 90.04 - 525
SHALL NOT BE USED WITHOUT SPECIFIC APPROVAL FROM THE SA WATER 43 93.25 - 540
£
ELEVATION L REPRESENTATIVE. i 96.56 - 550
MS WITH VERTICAL BEND 45 100.00 - MAX 565
é a4 Y N
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