ADJUSTABLE CAST IRON

PRE-CAST CONCRETE COVER

PRE-CAST CONCRETE

MAINTENANCE HOLE COVER SLAB (DN900) COVER SLAB (DN900)
AND FRAME T FINISHED SURFACE LEVEL FINISHED SURFACE LEVEL
NN v ——— , , N v — | NN TN ,
RGO \ﬂ—ﬂ/ NS RGO Y% NS B S, T~ T —~—~—"1. A
o i | SUTT SHAFT ) L~ L | AUTHORISED JONT — /—AUTHORISED
‘ . ‘ SEALANT : |: JOINT SEALANT
/ . INCREMENT 2 ; : SR
AUTHORISED L4
JOINT SEALANT : : ‘ ~ PRE-CAST CONCRETE — —
WATERTIGHT JOINTS USING CONVERSION .
d A éé’lﬁ?ﬁ'f“ o SLAB (DN1050) | Coneeene
; \ A -\ - - CONVERSION
PRECAST CONCRETE SHAFT AUTHORISED JOINT SLAB (DN1200)
900 ID MAINTENACE HOLE 1050 ID MAINTENACE HOLE 1200 ID MAINTENACE HOLE
LID ARRANGEMENT LID ARRANGEMENT LID ARRANGEMENT
MORTAR SHALL BE
RENDEROC HB40 (OR EQUIVALENT) ADJUSTABLE CAST IRON
PRE-CAST CONCRETE E\:DEEEA'\TI’IEET\ITT l-;{?NNGzO REQUIRED, ?[/)\\l/NETRE/TQSCFERmLEE oW SLUNp ADJUSTABLE CAST IRON MAINTENANCE
: HOLE COVER AND FRAME
COVER SLAB (DN900) CAN ALSO BE USED CONCRETE S40 A2 2
Fi
HEIGHT ADJUSTING RINGS ] NISHE RFACE
o FINISHED SURFACE LEVEL NS FINISHED SURFACE LEVEL A LEve
MAX u u : O, x o
N\ |~ — MORTAR OPTION i VR ~ = %
BETWEEN ADJUSTMENT -
A RINGS. MAX 20T | PRE-CAST
3 MAX PRE-CAST CONCRETE CONCRETE
COVER SLAB (DN900) COVER SLAB
Y 50 (DN900)
\ PRE-CAST CONCRETE :
PRE-CAST CONCRETE , “ CONVERSION SLAB ~
CONVERSION SLAB /= =\ = =
L/~ =\ k . |
| ; AUTHORISED JONT AUTT SHAFT
\ INCREMENT 4
BUTT SHAFT
LID ARRANGEMENT INCREMENT SLOPING LID ARRANGEMENT SLOPING LID ARRANGEMENT
WITH SPACER RINGS WITH MORTAR JOINT WITH CONCRETE JOINT
FINISHED SURFACE LEVEL TOLERANCES
SITUATION TOLERANCES
IN ROAD RESERVE INCLUDING SEALED PAVEMENTS, ROAD VERGES | +10 mm HIGH NOTES:
DRIVEWAYS, FOOTPATHS, PEDESTRIANS THOROUGHF ARES. -5 mm LOW
SEALED AND TRAFFICABLE AREAS WITHIN PRIVATE PROPERTIES. +15 mm HIGH 1 REFER 4005-20002-01 TO 4005-20002-03 FOR GENERAL NOTES.
(PEDESTRIAN AND/OR VEHICULAR TRAFFIC) - 5mmLOW 2. REFER 4005-20005-03, NOTE 2 FOR INSTRUCTIONS REGARDING COMPONENTS.
IN PRIVATE PROPERTY INCLUDING GARDEN AREAS, UNSEALED 20 o HGH 3, APPROVED METHODS OF ACHIEVING THE REQUIRED FINISHED LEVEL (FSL) ARE
AREAS, NON-TRAFFICABLE AREAS OR AREAS OF OCCASIONAL ' Sm 0w PRESENTED ON THIS DRAWING.
TRAFFIC (PEDESTRIAN AND/OR VEHICLE TRAFFIC)
r Y Y N
REVISION PANEL DESIGN PANEL @ SAWater SA WATER STANDARD DRAWINGS A 3 1
Revl DATE JORN DETAILS APR %iiEoNRT\siEv DESIGNED:  03/08/15[AUTHORISED: 31703716 U w SEWER CONSTRUCTION MANUAL STHSTSZLE — REVISION
‘ RJP T.GALEK
DRAWN 25/09/15| SIGNATURE This drawing is the property of the MAINTENANCE HOLE LID ADJUSTMENT SUPERSEDES: L5, L6' L15
SIGNATURE SOUTH AUSTRALIAN DRAWING NUMBER
s s (O) ek ommomation TYPICAL DETAILS
REVIEWED 21703/16 [ &&/ and shall not be copied or modified L'- O O 5 - 2 O O O 5 - O ['-
1 131/03/16| MS |2016 STANDARDS REVIEW TG TG in part or in whole without authorization PREFIX NUMBER SHEET

U



		2016-04-21T11:31:13+0930
	GA112117




