U_\
MIN 1275 (980 USING 45° BENDS) REFER NOTE 1
REFER - -—
NOTE 9
IR i BEND 30° SOC - SOC
REFER NOTE 4
s FLOW (g
2 __
* i
PIPE 6 + 50
BEND 30° v
$0C-50C
REFER NOTE &
300
DN100 WATER SEAL
REFER _//'
NOTE § B MIN 1350 _
BEND 45° SOC - SOC
* REFER NOTE 4 -
FLOW
= FLOW
% 1.
BEND 45° SOC - SOC ?
REFER NOTE 4
3,
300 b
|l —
5,
6.
DN150 WATER SEAL 7
8.
9.
10.

NOTES:

REFER 4005-20002-01 & £4005-20002-02 FOR GENERAL NOTES.

A WATER SEAL SHALL BE CONSTRUCTED ON ALL CONNECTIONS WHICH
FLOW INTO THE SEWERS DN450 AND LARGER.

THE WATER SEAL SHALL BE CONSTRUCTED ADJACENT AND
DOWNSTREAM OF THE CONNECTION IP.

THE WATER SEAL SHALL BE LAID AT A FLAT GRADE. THE REMAINDER
OF THE CONNECTION SHALL BE LAID AT THE DESIGNED GRADE.

REFER 4005-20006-03 FOR MINIMUM CONNECTION GRADE.

OPTIMUM WATER SEAL DEPTH SHALL BE PIPE DIAMETER + 50 FOR ALL
PIPE DIAMETERS.

45° BENDS SHALL ONLY BE USED WHERE SPACE IS LIMITED AND WHERE
APPROVED BY THE SA WATER REPRESENTATIVE.

CONNECTION LENGTH SHALL NOT EXCEED 30 m.

REFER 4005-20006-02 FOR INSPECTION POINT CONSTRUCTION DETAIL.
ALL DIMENSIONS IN MILLIMETRES UNLESS NOTE OTHERWISE.
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