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- . | NOTES:
=S . GRADE
= R 1. REFER 4005-20002-01 & 4005-20002-02 FOR GENERAL NOTES.
E d DN300 UPVC PLAN WALL PIPES WITH 2. VENT PENETRATIONS NOT PERMITTED INTO PLASTILINED & HDPE PIPES.
- 4 SOLVENT CEMENT JOINTS (CLASS SH) @ 3. REFER 4005-20007-04 FOR POSITIONING OF VENTS.
0.5% MIN GRADIENT (MAX LENGTH 20 m) TRUNK SEWER L.  CLEAR COVER TO HOLDING DOWN BOLT ASSEMBLY SHALL BE MIN. 65 mm.
MAINTENANCE HOLE 5. CONCRETE POURED IN SITU SHALL BE MINIMUM GRADE 25.
" : OR 6. EXCAVATION/ BACKFILL:
PUMPING STATION o THE EXCAVATION SHALL BE HORIZONTAL & LEVEL,
REFER 4005-20005-03 FOR PIPE SUMP o (OMPACTION SHALL MIN. 95% SMDD,
UNREINFORCED CONCRETE SEALING & CORING DETAILS e (OMPACTION DEPTH 150 mm.
BASE IN HARD COMPACT (BOTH INSITU & PRECAST o BACKFILL AROUND CONCRETE BASE SHALL BE MIN. 95% SMDD,
STRUCTURES) 7. CORROSION PROTECTION:
ouU 00 00 x 900.
(GORTHE,\;{[\)A'II!:ENPJI;SN 15’(‘);5 15’(‘)09 s00) « BELOW GROUND LEVEL PORTION OF VENT SHALL BE PROTECTED USING PETROLATUM
X X ' L OFF HOLDING DOWN BOLTS IN ANTI| CORROSION SYSTEM IN ACCORDANCE WITH TS29.
ACCORDANCE TS54 e ALL NUTS SHALL BE COATED WITH MASTIC AND SEALED WITH RADLOID CAPS FILLED
WITH MASTIC.
ELEVAT")N 8. ALL DIMENSIONS IN MILLIMETRES UNLESS NOTED OTHERWISE.
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