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1. REMOVE PIPE COATING FROM AN AREA ON TOP OF PIPE  REMOVE PIPE COATING FROM AN AREA ON TOP OF PIPE  APPROX. Ø40 IF IT IS A NON-SINTAKOTE PIPE, FOLLOW PROCEDURE FOR REMOVAL OF ASBESTOS. 2. CLEAN PIPE TO BRIGHT METAL IN CENTRE WHERE SET SCREW IS TO BE WELDED.  CLEAN PIPE TO BRIGHT METAL IN CENTRE WHERE SET SCREW IS TO BE WELDED.  3. WELD COMPLETELY HEAD OF SET SCREW TO PIPE. WELD COMPLETELY HEAD OF SET SCREW TO PIPE. 4. PLACE CABLE LUG ON SET SCREW WITH MILD STEEL WASHERS ON EACH SIDE OF PLACE CABLE LUG ON SET SCREW WITH MILD STEEL WASHERS ON EACH SIDE OF LUG AND TIGHTEN NUT TO GIVE GOOD ELECTRICAL CONNECTION.  5. APPLY CABLE CONNECTION COATING.  APPLY CABLE CONNECTION COATING.  6. MARK CABLE LOCATION PRIOR TO INSTALLING POST AND JUNCTION BOX OR MARK CABLE LOCATION PRIOR TO INSTALLING POST AND JUNCTION BOX OR STREET BOX. 7. COAT WITH DENSO MULTI PURPOSE PRIMER.  COAT WITH DENSO MULTI PURPOSE PRIMER.  COVER WITH DENSO MASTIC AND THEN ENCASE WITH PIECES OF DENSO TAPE AND DENSO MP/H OVERWRAP. TAPE IN ACCORDANCE WITH TS-0402. APPROVED EQUIVALENT FOR DENSO TAPE MAY BE USED. 8. SUFFICIENT SLACK SHOULD BE LEFT IN THE BURIED CABLES TO PREVENT SUFFICIENT SLACK SHOULD BE LEFT IN THE BURIED CABLES TO PREVENT DAMAGE DURING BACKFILLING.
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