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AHBP SOIL CLASSIFICATION y
REFER 4005-00003-05 =
(kPa) 50 100 200 SE
PRESSURE (kPa) | 1000 | 1600 | 1000 [ 1600 | 1000 | 1600 | ~
100 026 | 038 | 002 | 019 | N | 006 | 300
150 050 | 080 | 025 | 040 | 013 | 021 [ 300
oN 200 085 | 136 | 043 | 069 | 022 | 035 | 300
250 129 | 2.06 | 065 | 10k | 033 | 053 | 300
300 187 | 300 | 094 | 150 | 047 | 075 | 350
375 285 | 456 | 143 | 229 | 072 | 115 | 400

MINIMUM THRUST AREA FOR BLOCKS IN SQUARE METRES (m?)

DESIGN PRESSURES 1000 kPa & 1600 kPa.
REFER NOTE 1 WHERE PRESSURE VARIES.

‘N’ DENOTES NOMINAL THRUST AREA (REFER NOTE 1).
AHBP - ALLOWABLE HORIZONTAL BEARING PRESSURE.

FS.L

HALF THRUST AREA EACH
SIDE (REFER NOTE 8)

CORROSION PROTE[TION\\‘
AS REQUIRED \—,j :

THRUST BLOCK
REFER NOTES

SL.

F

DEAD END
THRUST REFER
TABLE & NOTES.

THRUST BLOCK - PERMANENT DEAD END

NOTES:

. CONCRETE GRADE SHALL BE N25.
. REINFORCEMENT SHALL BE DESIGNED AS PER AS 3600.
. BLOCK CONSTRUCTION SHALL BE:

. ONLY AUTHORISED FABRICATED EXTENSION PIECES OR DICL/ MSCL FITTINGS WITH

. WHERE THE SOIL IS:

. WHERE DUCTILE IRON PIPES AND FITTINGS WITH RESTRAINED JOINTS ARE USED,

. REFER 4005-30002-01 & 4005-30002-02 FOR GENERAL NOTES.
. ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED.

MIN 150

——

BEARING AREA
MIN 300

‘ DL GRP OR A
E“ﬁ PVC PIPE
REFER NOTE 8/

PLAN
TAPER THRUST BLOCK

BEARING AREA
MIN 300

ANCHOR BLOCKS IN THE TABLE ARE DESIGNED FOR A TEST PRESSURE OF 1000kPa &
1600kPa.

PRESSURES OTHER THAN 1000 kPa & 1600 kPa INCREASE OR REDUCE THE MINIMUM
THRUST AREA BY THE RATIO OF THE DESIGN PRESSURES EXCEPT WHERE:

o MIN THRUST AREA IS <0.1m AND,

o 'N' APPEARS IN THE TABLE AND DESIGN PRESSURE IS ABOVE 1000 kPa.

WHERE THE TEST PRESSURE IS OTHER THAN 1000 kPa THE CONTRACTOR SHALL
ADJUST CONCRETE VOLUME TO COMPLY WITH THE TEST PRESSURE.

o (ONCRETE POURED AGAINST SOUND UNDISTURBED FACE OF EXCAVATION.

o ANCHOR BLOCK - LOCATED CENTRALLY ABOUT THRUST COLLAR AND EXTENDING
INTO BOTH SIDES AND FLOOR OF TRENCH.

o REINFORCEMENT ALONG BOTH FACES WITH 75 MINIMUM COVER.

o (ONCRETE SHALL BE CLEAR OF ALL BOLTS, NUTS AND PIPE JOINTS.

PUDDLE FLANGES SHALL BE USED.

o VERY SOFT, SOFT OR FIRM CLAY,

o LOOSE CLEAN SAND,

o UNCOMPACTED FILL OR REFUSE,

STANDARD THRUST BLOCKS AS SPECIFIED IN THIS DRAWING SHALL NOT BE USED.

A GEOTECHNICAL ASSESSMENT AND INDIVIDUAL DESIGN SHALL BE UNDERTAKEN FOR
THESE SOILS & PROVIDED TO THE SA WATER REPRESENTATIVE.

ANCHOR BLOCKS MAY NOT BE REQUIRED. REFER £005-30003-08 FOR RESTRAINED
DUCTILE IRON JOINT SYSTEM.
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