TAPPING
SADDLE

WATER SERVICE ROAD CROSSING ID TAG
SHALL BE PLACED ON KERB IN LINE WITH
ORIGINAL WATER CONNECTION ALIGNMENT.
(STOCK NO. 9905-0682).

MAIN COCK

NIPPLE

DISCONNECTION AT MAIN
REFER NOTE 3.

FITTINGS DEPENDENT
UPON PIPE TYPE.

DISCONNECTION AT KERB

FITTINGS DEPENDENT
UPON PIPE TYPE.

FIX PE FITTING
CUT PIPE AND FIT COPPER / PE AND END CAP

TRANSITION COUPLING

CUT PE PIPE, FIX
FITTING AND END CAP
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TEMPORARY DISCONNECTION

NOTES:

1. REFER 4005-30002-01 AND 4005-30002-02 FOR GENERAL NOTES.
2. THE PREFERRED METHOD FOR DISCONNECTION IS DISCONNECTION AT THE MAIN.
APPROVAL OF THE SA WATER REPRESENTATIVE IS REQUIRED FOR DISCONNECTION AT THE KERB.

3. FOR DISCONNECTION AT THE MAIN:
e |F MAIN COCK INSTALLED:
- TURN OFF,

- DISCONNECT INSULATING ADAPTOR/ TAPPING NIPPLE,

o |F TAPPING NIPPLE INSTALLED:

- LEAVE SHORT LENGTH OF EXISTING PIPE -

- FIT PEFITTINGS TO ACHIEVE PIPE END,
- REFER DETAIL A FOR REQUIRED FITTINGS.
L. FOR DISCONNECTION BEHIND KERB:
o FITTINGS DEPENDENT UPON PIPE TYPE,
o INSTALL AS SHOWN, REFER DETAIL A,

METER REMOVAL

(REFER NOTE 6)

APPROX. 300,

DETA"_ / A \ e FIXID TAG ON KERB FOR FUTURE CONFIRMATION OF DISCONNECTION LOCATION.
~ 5. FOR ALL DISCONNECTIONS, INLET RISER, METER, OUTLET RISER SHALL BE REMOVED.
PE FITTINGS FOR END CAP\ —_/ 6. WHERE TEMPORARY REMOVAL OF METER REQUIRED, FIT HEX DR BRASS PLUG (BSP TAPERED THREAD)
AND REMOVE METER AND OUTLET RISER.
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