STANDARD DROP
BEND SPIG-S0C
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REFER NOTE &

IF JUMP UP LARGER THAN 900,

FIX TO WALL WITH GRADE 316
STAINLESS STEEL STRAP AND
STAINLESS STEEL ANCHORS
AT TOP AND BOTTOM AND

AT MAX OF 750 INTERVALS.

REFER NOTE &
UPVC PIPE

JUNCTION 45°
S0C-soc

FLOW
————
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BEND 45°

MIN 600

N BEND 90°

S0C-S0C

FORMED/ REFORMED
CONCRETE CHANNEL
AT SEWER GRADIENT

ELEVATION

MAINTENANCE HOLE WITH
INTERNAL JUMP UP CONNECTION
(PREFERRED)

MIN 600

SPIG-SOC

\BEND 45°

SOC-S0C

! |

FOR CHANNEL AND BENCH DETAIL
INCLUDING JUMP UP
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= REFER 4005-20005-06

ELEVATION

MAINTENANCE HOLE WITH
EXTERNAL JUMP UP CONNECTION
(SUBJECT TO APPROVAL)

NOTES:

L.

5.

6

REFER 4005-20002-01 TO 4005-20002-03 FOR GENERAL NOTES.

INTERNAL JUMP UP IS THE PREFERRED OPTION.

FOR USE OF THE EXTERNAL OPTION APPROVAL FROM THE SA WATER REPRESENTATIVE
SHALL BE SOUGHT.

FOR STEEP SEWER GRADIENTS, USE ADDITIONAL BEND(S) TO ENSURE JUMP UP REMAINS
VERTICAL.

REFER 4005-20005-03 FOR MAINTENANCE HOLE TYPICAL PRECAST STRUCTURE ASSEMBLY
DETAILS AND CORING/ REMEDIATION OF THE PIPE THROUGH THE WALL.

MAXIMUM OF 2 INTERNAL JUMP-UPS PER MAINTENANCE HOLE SHALL BE PERMITTED.
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TOTAL SHEETS:
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